
Typical properties listed above are indicative of the product but do not constitute a specification. Values are subject to change without notice.

When ordering, please specify slit width, inner diameter and maximum outside diameter.
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A Brand of

Cable People
for Cable Makers

Technical Data Sheet

GT402

Non-conductive polyester nonwoven tape for bedding, 
binding and separation with scrim reinforcement for 
added strength.

Product Information

Scrim Reinforcement 

*Geca-Tapes Test Method

Typical Properties (T = 23ºC - RH = 50%) GT402 Test Method

Mass Per Unit Area (g/m2) 78 ISO-9073-1

Thickness (mm)  0.13 ISO-9073-2

Tensile Strength (N/cm) 85 ISO-9073-3

Elongation (%) 14 ISO-9073-3

Maximum Processing Temperature (°C) 230 GTEST12*

Maximum Service Temperature (°C) 145 IEC-216

Reduced Thickness

Excellent Binding

GT402 (V4) ENRG-RD-018 FP-195

Applications

•	 High strength binding of cable components

•	 Separation of cable components

Type of Cable

•	 High voltage cable

•	 Marine power cable

•	 Marine umbilical cable

Bedding, Binding & Barrier Tape

Characteristics

•	 Colour: white

•	 Traverse wound spool available
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