GT607EL for Cable

Bedding, Binding & Barrier Tape

Semi-conductive polyester nonwoven bedding
tape, highly flexible and easy to process.

Applications

« Bedding under screen wires Extreme Flexibility

« General semi-conductive tape for

low and medium voltage cables

Characteristics Type of Cable

» Colour: black « Low voltage cable

» Traverse wound spool available » Medium voltage cable
Product Information

Typical Properties (T = 23°C - RH = 50%) GT607EL Test Method Excellent Bedding

Mass Per Unit Area (g/m?) 52 1SO-9073-1

Thickness (mm) 0.3 1S0-9073-2

Tensile Strength (N/cm) 40 1S0-9073-3

Elongation (%) 12 1S0-9073-3

Maximum Processing Temperature (°C) 230 GTEST12*

Maximum Service Temperature (°C) 145 IEC-216

Surface Resistance (Q/0) 1000 [EC167

Easy

Volume Resistance (MQ.cm) 0.01 DIN-54345 Processing
*Geca-Tapes Test Method
When ordering, please specify slit width, inner diameter and maximum outside diameter. A Brand of AN

wr

& +33(0)328437474 X info@geca-tapes.com & geca-tapes.com Be r r 9

PGl Geca-Tapes, ZI de la Blanche Maison, Avenue des Nations Unies, BP 109, 59270 Bailleul, France

GT607EL (V6)B ENRG-RD-018 01/04/2019 FP-1149

Typical properties listed above are indicative of the product but do not constitute a specification. Values are subject to change without notice.



